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Stay healthy filter your air.

Activate your raised floor and protect yourself 
and your employees. 

Powerful fans actively suck the air into the raised 
floor. This air is led through an air duct over a  
passive plate with an H13 virus filter. 

A fan can moove up to 4,000 m³ of air per hour.  
A passive plate can filter up to 700m³ of air. 

This means you can operate several passive pan-
els with one active panel in a central location.

Scientists recommend this in order to reduce  
the possible viral load by 90% and thereby  
significantly minimizing the risk of infection. 

In addition to viruses of all kinds, an H13 filter, 
filters of course, dust, pollen and all kinds of  
particles from the air also contribute to a  
significantly better indoor climate. 

The active and passive safety panel, which  
operates particularly quietly, can be installed in 
any raised with a 200 mm finished floor height 
(FFH) 

Since an airduct is used there is no need of  
additional measures to upgrade the floor. 

An active panel can be combined with one or up 
to a maximum of four passive panels. 

Infection hazards for employees and visitors are 
significantly reduced.
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TECHNICAL DATA
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Panel 

Dimensions  600 x 600 mm 
Panel  thickness  250 mm, without covering 
Top side  PVC, HPL, rubber, carpet, parquet 
Underside  EC fan 
Weight  26 kg 
Plate material   steel, powder-coated 
Building material class  A1 
Free area  39% 
Earth leakage resistance  <108 Ohm (depending on the surface) 

Load values

Point load  3 kN 
Breaking load > 6 kN 
Construction heights  200 - 2000 mm 

Power

Voltage  230 V.
Max. Power consumption  140 W 

400 W XL version 
Air flow rate      Active plate  4000 m³ 
      Passive plate  700 m³ 
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